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Remote Control with:
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““ Fleet location management
TESM Troubleskooting information
‘taan‘ %chi%ﬂ Operating conditions

FEATURES AND
APPLICATIONS

Compact Rocksaw trencher machine specially designed for fiber-optic projects in
urban areas. This model features an offset digging back-end, tilting track system, and
- as optional - an automatic cable laying system. It is remotely controlled.
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/ Floating Rocksaw digging attachment with offset aryd
transport tilt ) /
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T400 DIGGING ATTACHMEN / /|

o Digging depth......c.cctro/ivrres 0-1'4” (0- 40 cm)
e Digging width............../., / ........... 2.7"-6" (7- 15 cm)
7650 NARROW DIGGING ATTACHMENT /|

/

o Digging depth. L1220 3(3 65 cm)

e Digging width....... ,»'.'

T650 WIDE DIGGIN( ' ATTACHMENT /
e Digging depth / .......................... 1-22" /(30-65 cm)
o Digging Width..........cooeeecevrrrterrs 2.7 6” (715 cm)

Note: ask to T

fuel onsumption............. 439a|/hr (16 |/hr) at fu load
Qil filter: full flow canister

/' Cooling medium liquid adequafe for 115° F (46° C)
ambient air temperature /

/Air cleaner: dry type 2 stages’
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Oﬁ et diggin back end hydraullcaI shiftable left right

23.6” (60 cm) from center line

' The combination between the tilt' tracks ‘and. the
set ability allows the machine to dig near or a Ve
idewalks and road shoulder

Dual path, h?/drostatlc drive, planetary transmlssmn
capable of full counter rotation

Service and parking integral brake: spnng applied
hydraulic release, wet disc brake

Speed range:
High range.........cooevevnerenneenn. 0-1.69 mph (0-2.7 km/h)
LOW TANGE. ...ovvvvvvrrererressssssns 0-0.11 mph (0-1.8 km/h)

Open circuit, pressure and flow compensated (Load
Sensing)

Main circuit pumps with power control

Main circuit max flow................. 26.41 gpm (100 I/min)
MaX PrESSUIE......vovurerreeerarerserisanens 4351 psi (300 bar)
Service pump

MaX oW, 12.7 gpm (48 I/min)
MaX PreSSUIE......vevrvemrerneerrerreiaees 2.900 psi (200 bar)
OIHANK oo 31.7gal (1201)

Keep you updated on: WWW.tesmec.com

30" 10" (940 cm) |

OPT020 Laying Box (light or heavy)
~ OPTO021 Rollers

4'9” (151 cm)

T650 WIDE ATrACHMENT
\22 8"x5 1”x7’ 9" 6

A\izs Side_mounted truck- Ioadmg\: veyor -

foldable and over transport dlmen on
OPTO02 Fuel pump \
OPTOOS\\gater spray dust suppressmn system

OPTO11 ubscrlp ion for the Remote \A
anagement (monitoring via GPRS) per yea

OPT022 Reel carrier
\Qr a complete de\ke\s list see the Available Devices chart

/ PICTURES & DRAWIP;/(/S CAN BE DIFFERENT ACCORDING TO TECHNICAL SPECIFICATIONS - UPDATING PROGRAMME VARIATIONS WITHOUT NOT&XRE POSSIBLE
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